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FLOODLIGHTS
LZ

The floodlights designed and developed by Fireco allow telescopic masts to be completed with 
high-quality lighting to provide firefighters or rescue workers with the best available support. They 
can be mounted on a Tilt & Turn unit directly or on the mast head, if required, also in a 360° top 
side position (i.e. 3 floodlights mounted at 120° or 4 floodlights at 90°).
The latest series of floodlights with LED technology developed by Fireco are the LZ LEDs which 
o]er an excellent mix of energy-e^cient performance and great light output. They are available in 
50W, 80W, 100W, 200W, 300W or 400W versions and with 60° or 90° light beams.

LZ 50 W

FEATURES

Consumption 50W

Power supply 12to40Vdc

Power absorption 4,16 A- 1,25 A

Color temperature 5000 K

Light flux 8800 LM

IP degree IP 66

Weight 1,1 kg

Dimensions 128x148x70 mm

Operating temperature -40°C to + 85°C

LZ 80 W

FEATURES

Consumption 80W

Power supply 12to40Vdc

Power absorption 6,66A-2,00A

Color temperature 5000 K

Light flux 11500 LM

IP degree IP 66

Weight 1,1 kg

Dimensions 128x148x70 mm

Operating temperature -40°C to + 85°C

LZ 100 W

FEATURES

Consumption 100 W

Power supply 12to24Vdc-130to230Vac

Power absorption 8,3/4,13 A - 0,77/0,43 A

Color temperature 5000 K

Light flux 17600 LM

IP degree IP 66

Weight 3kg

Dimensions 348x161x96 mm

Operating temperature -40°C to + 85°C

LZ 200 W

FEATURES

Consumption 200 W

Power supply 12to24Vdc-130to230Vac

Power absorption 16,7/8,3 A - 1,54/0,87 A

Color temperature 5000 K

Light flux 35200 LM

IP degree IP 66

Weight 5,8 kg

Dimensions 362x224x142 mm

Operating temperature -40°C to + 85°C

A
CC

ES
SO

R
IE

S



59

LZ 300 W

FEATURES

Consumption 300 W

Power supply 12to24Vdc-130to230Vac

Power absorption 25/12,5 A - 2,31/1,3 A

Color temperature 5000 K

Light flux 52800 LM

IP degree IP 66

Weight 7,6 kg

Dimensions 517x224x142 mm

Operating temperature -40°C to + 85°C

LZ 400 W

FEATURES

Consumption 400 W

Power supply 12to24Vdc-130to230Vac

Power absorption 33/16,6 A - 3,08/1,74 A

Color temperature 5000 K

Light flux 70400 LM

IP degree IP 66

Weight 10,8 kg

Dimensions 674x224x142 mm

Operating temperature -40°C to + 85°C
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FLOODLIGHTS
DUO LZ

Natural evolution of the LZ, the Duo LZ floodlights are Fireco‘s most complete LED lighting 
solution. It allows operators to adapt the lighting to the environmental conditions of the operating 
site by switching between two di]erent color temperatures: a classic white daylight (5700 K) or a 
warmer selective yellow light (2700 K).
Especially suitable for foggy or snowy environments, the yellow light will help to avoid the e]ects 
of glare. Whatever the weather, the Duo LZ is ready to guarantee the best visibility in every situation.

DUO LZ 100 W

FEATURES

Consumption 100 W

Power supply 12to40Vdc

Power absorption 8,3/4.15 A- 1.5/0.75 A

Color temperature 2700K/5700K

Light flux 8000 LM/ 8900 LM

IP degree IP66

Weight 3kg

Dimensions 348x161x96 mm

Operating temperature -40°C to + 85°C

DUO LZ 200 W

FEATURES

Consumption 200 W

Power supply 12to40Vdc

Power absorption 16,7/8,3 A

Color temperature 2700K/5700K

Light flux 18700 LM / 20370 LM

IP degree IP66

Weight 6,5 kg

Dimensions 362X224X142 mm

Operating temperature -40°C to + 85°C

DYNALED

The 200W Dynaled (130-230V) o]ers a unique blend of precision and coverage by combining spot 
and flood lenses in a single unit.
This dual-optic design enhances visibility by delivering both focused long-range beams and wide-
area illumination, ensuring optimal lighting performance in any scenario. Reliable and e^cient, 
Dynaled is the perfect choice for applications requiring versatility and high-quality illumination.

DYNALED

FEATURES

Consumption 200W

Power supply 130 TO 230 Vac

Power absorption 1,54/0,87 A

Color temperature 5000K

Light flux 38000 LM

IP degree IP66

Weight 6,5kg

Dimensions 362x224x142 mm

Operating temperature -40°C TO +50°C
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