
ROOF
MASTS

Fireco o]ers a wide range of roof masts, designed to maximize space e^ciency by elimina-
ting the need for interior
installation. The mast remains in a horizontal 0° position when parked and tilts to a verti-
cal 90° before extending to the required height. Available in 12V or 24V, it is operated via a 
multifunction control for precise adjustments.

The system can be equipped with a Tilt & Turn unit (2 or 3 motors), various LED light combi-
nations, and optional components such as a built-in air compressor or solenoid valve group, 
providing a fully integrated and adaptable solution for any vehicle.

FEATURES

• DIAMETERS FROM Ø 64 TO 115 MM

• FROM 2 TO 4 SECTIONS

• TOP LOAD UP TO 30 KG

• HEIGHT EXTENDED UP TO 7 METERS

• WIDE RANGE OF INTERNAL CABLES

• TUBE THICKNESS OF 3.5 MM

• WATER DRAINAGE HOLES

• ANTI-ROTATION KEY

• MAST ESTENSION WARNING SWITCH

• ROOF MOUNTING

• IT DOES NOT TAKE UP SPACE INSIDE THE VEHICLE

• TILT & TURN UNITS

• COMPLETE MUTIFUNCTIONAL SYSTEM

• WIDE RANGE OF FOODLIGHTS COMBINATION

• PLUG & PLAY
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ELECTROPNEUMATIC
ROOF BASE PRO

TECHNICAL LAYOUT
A/B (mm); 3 Sections
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The roof mast model BASE PRO has a main tube Ø 64 and Ø 77 mm and is equipped with a tilt 
and turn unit SPARK 12V or 24V, a micro switch, a multifunctional remote control for all the mast‘s 
functions, one electronic board and a built-in compressor, available 12V or 24V Al.32245/46. This 
system is suitable for small lamp units (ex. 2x100W LED).

Sections

Electropneumatic ROOF BASE PRO

Mod. ROOF BASE PRO ZERO Ø 64 2 sections with internal cable

RE 55 11 12

extended height mm 1.721 2.207

retracted height mm 1.252 1.508

weight kg Cod. P/H 47 49

max. top load kg 15

Mod. ROOF BASE PRO ULTRALIGHT Ø 77 3 sections with internal cable

RE 56 11 12 13 14

extended height mm 2.005 2.991 2.978 3.106

retracted height mm 1.243 1.356 1.551 1.584

weight kg Cod. P/H 49 50 51 52

max. top load kg 15
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TECHNICAL LAYOUT
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ELECTROPNEUMATIC
ROOF PLUS PRO

The roof mast model PLUS PRO has a main tube Ø 90 and Ø 115 mm, and is equipped with a tilt 
and turn unit SPARK 12V or 24V, a micro switch, a multifunctional remote control for all the mast‘s 
functions and one electronic board.
The roof PLUS has a stronger structure than the BASE one and can carry bigger top loads.
It is supplied standard with the solenoid valve group, a tilt & turn unit 2 motors and a wired remote 
control, but upon request it‘s available also with a built-in air compressor, a tilt& turn unit 3 motors 
(with independent tilting) and a SMART remote control (can be used with and without cable). This 
system is suitable for the most common lamp units, for example 4x200 W, 6x100 W, 8x80W Led.

Electropneumatic ROOF PLUS PRO

Mod. ROOF PLUS PRO STANDARD Ø 115 4 sections with internal cable

RE 58 11 12 13 14

extended height mm 3.088 3.455 3.855 4.241

retracted height mm 1.515 1.591 1.691 1.806

weight kg Cod. P/H 69 70 71 73

max. top load kg 30 25

TECHNICAL LAYOUT
A/B (mm); 3 Sections
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Mod. ROOF PLUS PRO LIGHT Ø 90 3 sections with internal cable

RE 57 11 12 13 14

extended height mm 2.434 2.774 3.074 3.374

retracted height mm 1.425 1.560 1.660 1.780

weight kg Cod. P/H 60 62 63 64

max. top load kg 25 20
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TECHNICAL LAYOUT
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