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ENTRY

The ENTRY mast is the first of the lightweight mast range with the internal electrical cable.
It is a light and economic telescopic mast, it has a diameter of 66 mm.
The extended height goes from 2 m up to 4 m and the mast can be equipped with a hand pump. 
On each section there is a locking device to prevent turning of the sections.
The mast head has a Ø 24 mm PIN connection. An optional electrical socket and plug can be 
supplied for connecting 230V lamp units.

Lightweight Mast ENTRY

Mod. ENTRY Ø 66 mm 2 sections with internal cable

CN 52 11 12 13

extended height mm 2.004 2.494 2.990

retracted height mm 1.200 1.450 1.700

internal spiralled cable Standard 4x1,5 mm²  Cod. B optional Cod. H

max. top load mm 23 23 23

weight kg 4,5 5 5,5
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Mod. ENTRY Ø 66 mm 3 sections with internal cable

CN 53 01 02 03 04

extended height mm 2.498 3.003 3.443 3.963

retracted height mm 1.135 1.300 1.470 1.640

internal spiralled cable Standard 4x1,5 mm²  Cod. B optional Cod. H

max. top load mm 20 20 19 18

weight kg 5,5 6 6,5 7
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SUPER ENTRY

The SUPER ENTRY mast has a diameter of 80 mm. The extended height goes from 2 m up to 6 m
and the mast can be equipped with a hand pump. On each section there is a locking device to 
prevent turning of the sections. The mast head has a Ø 24 mm PIN connection. An optional 
electrical socket and plug can be supplied for connecting 230V lamp units.

Lightweight Mast SUPER ENTRY

Mod. SUPER ENTRY Ø 80 mm 2 sections with internal cable

CO 52 21 22 23

extended height mm 2.000 2.470 2.960

retracted height mm 1.185 1.435 1.685

internal spiralled cable Standard 4 x 1,5 mm² Cod. B optional Cod. H

max. top load mm 30 30 30

weight kg 6 6,5 7

Mod. SUPER ENTRY Ø 80 mm 3 sections with internal cable

CO 53 11 12 13 14

extended height mm 2.473 3.004 3.473 3.964

retracted height mm 1.120 1.287 1.480 1.647

internal spiralled cable Standard 4 x 1,5 mm²  Cod. B optional Cod. H

max. top load mm 28 28 28 28

weight kg 7 7,5 8 8,5

Mod. SUPER ENTRY Ø 80 mm 5 sections with internal cable

CO  55 11 12 13 14 15

extended height mm 4.000 4.448 5.000 5.500 6.000

retracted height mm 1.266 1.374 1.498 1.606 1.714

internal spiralled cable Standard 4 x 1,5 mm² Cod. B optional Cod. H

max. top load mm 22 22 21 21 20

weight kg 9,5 10 10,5 11 11,5

Mod. SUPER ENTRY Ø 80 mm 4 sections with internal cable

CO 54 36 37 38 39

extended height mm 3.499 3.909 4.499 4.939

retracted height mm 1.240 1.380 1.535 1.675

internal spiralled cable Standard 4 x 1,5 mm² Code B optional Cod. H

max. top load mm 26 25 24 23

weight kg 8,5 9 9,5 10
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STAR

The STAR mast is a light and economic telescopic mast, it has a diameter of 66 mm.
The extended height goes from 2 m up to 5 m and the mast can be equipped with a hand pump.
On each section there is a locking device to prevent turning of the sections.
The mast head has a Ø 24 mm PIN Connection for mounting different lamp units or very small 
equipment.

Lightweight Mast STAR                   

Mod. STAR Ø 66 mm 2 sections without internal cable

CA 52 21 22 23

extended height mm 1.930 2.480 2.980

retracted height mm 1.120 1.370 1.620

max. top load mm 23 23 23

weight kg 4,5 5 5,5

Mod. STAR Ø 66 mm 3 sections without internal cable

CA 53 21 22 23

extended height mm 2.739 3.244 3.759

retracted height mm 1.120 1.315 1.620

max. top load mm 19 19 19

weight kg 5,5 6 7

Mod. STAR Ø 66 mm 4 sections without internal cable

CA 54 01 02 03

extended height mm 3.483 3.983 4.483

retracted height mm 1.200 1.325 1.450

max. top load mm 15 15 15

weight kg 6,5 7 7,5

Mod. STAR Ø 66 mm 5 sections without internal cable

CA 55 01 02 03

extended height mm 4.020 4.440 4.940

retracted height mm 1.170 1.270 1.370

max. top load mm 12 12 12

weight kg 7 7,5 8
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PRIMO

The PRIMO mast has a diameter of 66 mm. The extended height goes from 3 m up to 9 m and the 
mast can be equipped with a hand pump.
On each section there is a locking device to prevent turning of the sections.
The mast head has a Ø 24 mm PIN connection for mounting different lamp units or or small 
equipment.

Lightweight Mast PRIMO                

Mod. PRIMO Ø 66 mm 4 sections without internal cable

CP 54 11 12 13 14 15 16

extended height mm 2.963 3.483 3.963 4.483 5.103 5.923

retracted height mm 1.070 1.200 1.320 1.450 1.620 1.810

max. top load mm 16 15 15 14 13 12

weight kg 6 6,5 7 7,5 8 9

Mod. PRIMO Ø 66 mm 6 sections without internal cable

CP  56 01 02 03 04 05 06 07 08

extended height mm 3.420 3.930 4.490 5.230 5.980 7.016 7.930 9.080

retracted height mm 1.000 1.085 1.170 1.335 1.460 1.616 1.835 1.960

max. top load mm 9 9 9 8 8 7 7 6

weight kg 7,0 7,5 8 8,5 9 10 11 11,5
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SUPER PRIMO

The SUPER PRIMO mast has a diameter of 80 mm. The extended height goes from 4 m up to 16 m 
and the mast can be equipped with a hand pump.
On each section there is a locking device to prevent turning of the sections.
The mast head has a Ø 24 mm PIN connection. This mast can bear bigger head loads in respect to 
the ones listed before.

Lightweight Mast SUPER PRIMO                   

Mod. SUPER PRIMO Ø 80 mm 4 sections without internal cable

C0 54 26 27 28

extended height mm 4.983 5.923 6.923

retracted height mm 1.650 1.810 2.060

max. top load mm 24 23 20

weight kg 10,5 11,5 12,5

Mod. SUPER PRIMO Ø 80 mm 6 sections without internal cable

CO 56 16 17 18 19 20 21 22 23

extended height mm 5.010 6.005 6.995 7.930 8.870 10.120 10.970 12.020

retracted height mm 1.290 1.460 1.625 1.835 1.950 2.200 2.550 2.800

max. top load mm 18 16 16 14 13 11 10 10

weight kg 11 12 13 14,5 15 16,5 19 20,5

Mod. SUPER PRIMO Ø 80 mm 7 sections without internal cable

CO 57 01 02 03 04 05 06

extended height mm 5.033 6.013 7.034 8.023 9.003 10.018

retracted height mm 1.220 1.360 1.523 1.690 1.830 1.975

max. top load mm 12 12 11 9 9 8

weight kg 11,5 12,4 13,5 14,8 15,7 16,7

Mod. SUPER PRIMO Ø 80 mm 7 sections without internal cable

CO 57 07 08 09 10 11 12

extended height mm 11.013 12.028 13.023 14.003 15.018 16.663

retracted height mm 2.160 2.305 2.490 2.630 2.775 3.070

max. top load mm 8 7 6 5 5 4

weight kg 18,1 19,1 20 20,8 22 24

Mod. SUPER PRIMO Ø 80 mm 8 sections without internal cable

CO 58 01 02 03 04 05 06

extended height mm 5.799 6.999 8.009 9.011 10.529 11.979

retracted height mm 1.200 1.420 1.590 1.715 1.940 2.130

max. top load mm 9 9 7 7 6 6

weight kg 11,6 13,4 14,8 15,7 17,5 18,9 LI
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MAXI PRIMO

The MAXI PRIMO mast is the biggest mast of the lightweight range and has a diameter of 101 mm. 
The extended height goes from 7.5 m up to 20 m and the mast can be equipped with a hand pump. 
On each section there is a locking device to prevent turning of the sections.
The mast head has a Ø 24 mm PIN connection for mounting different lamp units or measuring 
equipment, antennas etc.

Lightweight Mast MAXI PRIMO                   

Mod. MAXI PRIMO Ø 101 mm 9 sections without internal cable

CM 59 01 02 03 04 05 06 07 08

extended height mm 7.512 9.052 10.502 12.032 13.492 15.022 16.860 19.832

retracted height mm 1.500 1.680 1.850 2.020 2.200 2.370 2.592 3.100

max. top load mm 14 13 12 10 9 8 7 5

weight kg 21,2 23,2 25,1 27 29 30,8 32,5 38,2
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Mod. MAXI PRIMO Ø 101 mm 7 sections without internal cable

CM 57 01 02 03 04 05

extended height mm 7.476 9.046 10.496 12.476 15.106

retracted height mm 1.575 1.825 2.075 2.375 2.785

max. top load mm 22 20 18 12 10

weight kg 19,6 22,1 24,6 27,5 30,6

Mod. MAXI PRIMO Ø 101 mm 8 sections without internal cable

CM 58 07 08 09 10 11 12

extended height mm 9.030 10.550 12.000 13.520 14.960 17.010

retracted height mm 1.715 1.940 2.130 2.320 2.500 2.800

max. top load mm 14 12 11 10 9 8

weight kg 22,3 24,7 26,7 28,6 30,5 32,8

Mod. MAXI PRIMO Ø 101 mm 10 sections without internal cable

CM 50 07 08 09 10 11 12 13

extended height mm 6.047 7.547 8.867 10.457 11.957 13.457 14.597

retracted height mm 1.250 1.400 1.550 1.700 1.850 2.000 2.150

max. top load mm 13 13 11 9 8 7 5

weight kg 18,6 20,4 22,2 23,9 25,6 27,3 29,2

Mod. MAXI PRIMO Ø 101 mm 11 sections without internal cable

CM 51 01 02 03 04 05 06

extended height mm 4.958 6.495 8.035 9.475 10.995 12.455

retracted height mm 983 1.250 1.390 1.530 1.650 1.810

max. top load mm 9 8 8 7 6 6

weight kg 14,9 18,8 20,4 22,2 22,9 25,6
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TRIPODS FOR
LIGHTWEIGHT MASTS

The telescopic mast models STAR, ENTRY, SUPER ENTRY, PRIMO, SUPER PRIMO and MAXI 
PRIMO can be easily and quickly erected, on every type of ground when fitted with the patented 
Fireco Tripod.
The tripod is supplied with three adjustable feet which will correct differences in ground levels for 
up to 15“. The tripod body is made of light anodized alloy providing a light weight and corrosion free 
solution. It is compact when closed and can be easily transported or carried on vehicles. Different 
transportation bags are available.

TECHNICAL LAYOUT
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MOUNTING
ACCESSORIES

ROUND ROOF BRACKET

BK.30002 = for mast Ø 66 mm
BK.30005 = for mast Ø 80 mm
BK.30009 = for mast Ø 101 mm

SQUARE ROOF BRACKET

BK.30052 = for mast Ø 66 mm
BK.30051 = for mast Ø 80 mm
BK.30059 = for mast Ø 101 mm

UPPER FIXING BRACKET

BK.30201 = for mast Ø 66 mm
BK.30205 = for mast Ø 80 mm
BK.30209 = for mast Ø 101 mm

LOWER FIXING BRACKET

BK.30101 = for mast Ø 66 mm
BK.30105 = for mast Ø 80 mm
BK.30109 = for mast Ø 101 mm

HAND PUMP

HP.32101
available also with discharge valve

LONG STROKE HAND PUMP

HP.32104
available also with discharge valve

FOOT BRACKET FOR HANDPUMP

HP.32105

HAND PUMP WALL FIXING BRACKET

HP.32151
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MOUNTING
ACCESSORIES

DOUBLE BRACKET FOR HAND PUMP
AND MAST

HP.32155 = for mast Ø 64 mm
HP.32154 = for mast Ø 77 mm

PICKET FOR ROPES

PK.30701

DIN-ADAPTER FOR 24/30mm

 PM.31001

MAST CAP

MC.31101

MAST CARRYING BAG LENGTH 1400-2050 MM

BG.31121

SAND SCRAPER RING

TP.35431

BASE WITH JOINT

BJ.31201 = for mast Ø 66 mm
BJ.31202 = for mast Ø 80 mm
BJ.31203 = for mast Ø 101 mm
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LED
FLOODLIGHTS LZ

The floodlights designed and developed by Fireco allow telescopic masts to be completed with 
high-quality lighting to provide firefighters or rescue workers with the best available support. They 
can be mounted on a Tilt & Turn unit directly or on the mast head, if required, also in a 360° top 
side position (i.e. 3 floodlights mounted at 120° or 4 floodlights at 90°).
The latest series of floodlights with LED technology developed by Fireco are the LZ LEDs which 
offer an excellent mix of energy-efficient performance and great light output. They are available in 
50W, 80W, 100W, 200W, 300W or 400W versions and with 60° or 90° light beams.

LZ 50 W

FEATURES

Consumption 50W

Power supply 12to40Vdc

Power absorption 4,16 A- 1,25 A

Color temperature 5000 K

Light flux 8800 LM

IP degree IP 66

Weight 1,1 kg

Dimensions 128x148x70 mm

Operating temperature -40°C to + 85°C

LZ 80 W

FEATURES

Consumption 80W

Power supply 12to40Vdc

Power absorption 6,66A-2,00A

Color temperature 5000 K

Light flux 11500 LM

IP degree IP 66

Weight 1,1 kg

Dimensions 128x148x70 mm

Operating temperature -40°C to + 85°C

LZ 100 W

FEATURES

Consumption 100 W

Power supply 12to24Vdc-130to230Vac

Power absorption 8,3/4,13 A - 1,5/0,75 A

Color temperature 5000 K

Light flux 17600 LM

IP degree IP 66

Weight 3kg

Dimensions 348x161x96 mm

Operating temperature -40°C to + 85°C

LZ 200 W

FEATURES

Consumption 200 W

Power supply 12to24Vdc-130to230Vac

Power absorption 16,7/8,3 A - 1,5/7,5 A

Color temperature 5000 K

Light flux 35200 LM

IP degree IP 66

Weight 5,8 kg

Dimensions 362x224x142 mm

Operating temperature -40°C to + 85°C
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ITALIAN HEADQUARTERS

Fireco S.r.l.

Via E. Fermi, 56
25064 GUSSAGO (BS) - ITALY
Tel. +39 030 3733916
info@fireco.eu
www.fireco.eu

BELGIUM 

Fireco Systems N.V.
Diestersteenweg 303,
3510 HASSELT - BELGIUM
Tel. +32 11851602
info@fireco.be
www.fireco.be

SPAIN 

Hispamast, S.L.
C/Estaño 30
28510 CAMPO REAL (MADRID) - SPAIN
Tel. +34 918733733
info@hispamast.com
www.hispamast.com

MALAYSIA

Fireco Asia Sdn Bhd
9, Jalan TP 3/2, Taman Perindustrian
UEP 47620 SUBANG JAYA - MALAYSIA
Tel. +603 8011 2300
gc@fireco-asia.com
www.fireco-asia.com

UAE

Fireco Middle East
IFZA Business Park
UNITED ARAB EMIRATES
Tel. +971 5031 77075
info@fireco-me.com
www.fireco.eu/ae/

USA

Fireco US
1740 N Gateway Blvd
FRESNO - CA 93727 - US
Tel. +1 559 353-2823
info@firecousa.com
www.firecousa.com

FRANCE

Euromast S.a.r.l.
101 Rue Louis Armand,
73420 MERY - FRANCE
Tel.  +33 479349215
fireco@euromast.fr
www.euromast.fr

AUSTRALIA

EVTA Group PTY LTD
12 Meek Street, NEW GISBORNE,
VICTORIA 3438 - AUSTRALIA
Tel. +61 354207444
info@evtagroup.com.au
www.evtagroup.com.au

MOROCCO

Euro-Fireco
Résidence les jardins Al Noamane, Rue Izdihar
BOUSKOURA, CASABLANCA - MOROCCO
Tel. +212 5220-66343
info@euro-fireco.com
www.euro-fireco.com


